Step: Preparation before application of waxed concrete to the floor.

Protection and primary.

Protect all surfaces that don't have waxed concrete with scotch.

Depending on the job, use splitting or expansion profiles.

In case of doubt on the porosity of the support, test the water
drop by pouring a few drops of water on the support.

If the drop of water is absorbed in less than 10 seconds, the
support is said to be porous. Beyond this, the support is closed.

Depending on the type of surface, apply the Prim or Prim plus
either with a 250 mm roll or with a 500 mm roll.

Let dry from 30 minutes to 2 hours depending on temperature.
Clean tools with water.
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Step: Preparation before application of waxed concrete to the floor.

Preparation and Mixing

Use a measuring cup and scale to measure and weigh the
waxed concrete.

Roll the bucket of waxed concrete before opening it to
decompact it.

Dosage: 250 ml of resin for 1 kg of powder.

After measuring the quantity of resin required, pour it first into
an empty bucket, then add the powder.
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Mix everything at medium speed until obtaining a
homogeneous paste.
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Step: Implementation of waxed concrete on the floor.

1 st layer

Use a knife to be coated or a trowel of stucco to dose the
waxed concrete on its trowel.

Cover the entire surface while trying not to make a regular strip.

Application defects or of brand of trowel (also known as sardine)
must be removed as and when required.

Use a knock of sponge to remove any sardine.

On a large surface, use the sponge trowel.

Let dry for at least 2 hours.

Step: Implementation of waxed concrete on the wall.

2 nd layer

Before applying the 2nd coat, remove all pollutions and
eliminate the forgotten defects.

Tip: To facilitate the application of the 2nd coat and slow down
the drying, apply a coat of Prim. Let dry for 30 minutes.

It is not necessary to sand between the 1st and 2nd coats.

Apply the 2nd layer of waxed concrete.

Be careful to not have a regular and identical movement in the
implementation of the waxed concrete.

Leave a flange at the edge of its application

This will allow you to work by preventing traces of recovery on
large surfaces.
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Step: Implementation of waxed concrete on the wall.
2 nd layer

Return as and when to the waxed concrete by depositing a little
product in a random way by smoothing it to incorporate it in the
2nd layer.
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This method allows to mask the reworks while sharpening and
to create effects of decorative structures to waxed concrete.
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Step: Implementation of waxed concrete on the floor.

Sanding

24 hours after applying the 2nd coat, sand with a hand sander
the surface with a disc of 80 then 120.

To facilitate sanding on edges or corners, use the sanding pad.

Sanding cleares the waxed concrete and accentuates the strike
effects.
The shades of white will disappear with the varnish. After
sanding, dust off before varnishing.
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